
LUXURY VINYL TILE
ECO CLICK 5 mm



Education Residential Hospitality Commercial

Easy Maintenance

Superior Durability

Waterproof Properties

This luxury vinyl flooring is one of the most innovative solutions
in recent years. It is commonly used in offices, hotels, retail
spaces, yoga centers, and other high-traffic areas, thanks to its
versatility and ability to withstand heavy use. With its robust
construction, it offers long-lasting performance in environments
that require durable flooring.

The core layer of LVT uses 100% Virgin compound without
heavy metals. It contains the uniformity of quality in the
latest fully automated in-line production system and manages
much higher quality products.

LVT is an eco-friendly product made with a harmless
plasticizer, safe for human use. It also improves indoor air
quality, making it ideal for healthy living environments.

LVT has an excellent design reality. It’s surface emboss
satisfies both design and function with realistic 3D effect and
non-stop safety.

Use 100% Virgin Compound without heavy metals and
eco-friendly non-phthalate plasticizer.

Eco Click luxury vinyl tile 

Simple Installation



Dust Oak

Dust Oak Ash touch Cedar

Thickness =5 mm 
Wear Layer = 0.50 mm 
Size = 128 mm x 610 mm 



Cedar Ash touch 



Espresso

Butter Oak 

Velvet Touch 

Blonde Wood 

Truffle Oak 

Crystal Oak 

Espresso

Thickness = 5 mm 
Wear Layer = 0.50 mm
Size = 180 mm x 1220 mm 



Velvet Touch Truffle Oak 



Metra Stone

Cement stone Metra stone Grey stone 

Thickness = 5 mm
Wear Layer = 0.50 mm 
Size = 305 mm x 610 mm 



Cement Stone Grey Stone
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Technical specifications

Type & Composition 

Fire Rating

Heat Stability

Slip Resistance

Residual Indentation

Color Fastness

Dimensional Stability

Flexibility

Electrical Behavior

PVC Laminated Floor Covering

100 % Water Proof

Commercial , Residential 

PU & Anti-bacterial, Per Design

Click Lock ( Unilin Click ) 

5 

0.50 / 0.55 

B ft - S1 

Pass 

0.50 / 0.55mm / 0.01 (80 °C + 2 °C, 6hr/hr )
PVC Laminated Floor Covering 
RZ Surface Roughness : Moderate
≤ 0.10mm

≥ 6

≤ 0.25 %

No Crack was found

Pass

EN 427

1 Box

EN 4.3

EN 429

EN 13501-1 

Mekel Bumer Test 

KSM 3802

BS 7976-2

EN 433

ISO 105-B02

EN 434

EN435

EN1081

VirGin LVT Technical Data Sheet - (5mm)

 Individual Glass Fiber Layer                                                     No Glue / No Underlay                                     Organic-Inorganic Hybrid Antimicrobial 

VirGin Tiles - Glueless Luxury Vinyl Tiles

Extra Felxibility Over Any Surfaces                                         4 Side Micro Bevel                                            Waterproof / Easy Clean / Easy Installation 

 0.5/0.55mm Micro- Ceramic Wear Layer                              2 Coats PU                                                           Fire / Slip / Oil / Stain Resistant

Wooden Finish 180 X 1220  /  Herringbone 128 x 610  / Concrete 305 X 610

Water Proof 

Application 
Surface Treatment 
Profile 
Size ( mm ) 
Box Size 
Total Thickness (mm) 
Wear Layer Thickness (mm)

Wooden Finish 2.20 sq m /  Herringbone 1.86 sq m  / Concrete 1.87 sq m 



+971 4 583 7047

info@ecofloorcarpet.ae

Nastaran Tower - Office 401 - Jaddaf
Waterfront - DubaI

Are you looking for more information about our floors or our service? Our
team is ready to answer your questions.

CONTACT

tel:+97145837047
mailto:info@ecofloorcarpet.ae

